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container assembly is achieved for randomly distributing prize awards to 
consumers in association with any liquid, semi-liquid, wet or moist 
product, without fear of consumer detection of the prize bearing 
containers. In accordance with the present invention, the container 
assembly (20) may incorporate the actual product along with the prize 
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award without the actual product, but being completely indistinguishable 
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...SPECIFICATION The construction of this embodiment of product container 20 
is completed by threaded cap 36, message disc 37, and container lid 38, 
...that the container presently in the consumer's possession is a prize- 
bearing container, message disc 37 is employed. In this construction, 
message disc 37 comprises a substantially circular shaped disc which has 
been die cut with a plurality of radially extending slits to form a plurality 
of spring loaded arms. Disc 37 is physically placed within cap 36 directly 
adjacent opening 39, within the recess formed... 
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English Abstract 

By providing prize award holding means (27) cooperatingly associated 
with a container shell (21) which is closed in the conventional manner, a 
container assembly (20) is achieved for randomly distributing prize 
awards to consumers in association with any liquid (30), semi-liquid, wet 
or moist product, without fear of consumer detection of the prize bearing 
containers (20) . In accordance with the present invention, the container 
(20) assembly may incorporate the actual product along with the prize 
award or may comprise a simulated product container (21) bearing the 
prize award without the actual product, but being completely 
indistinguishable from non-prize bearing, product-holding containers. 

Claim 

The construction of this embodiment of product container 20 is completed 
by threaded cap 36, message disc 37, and container lid 38, which is, 
securely affixed to cap 36, In this construction, cap 36 comprises' an. that 
the container presently in the consumer's possession is a prize-bearing 
container, message disc 37 is employed. In this construction, message disc 
37 comprises a substantially circular shaped disc which has been die cut 
with a plurality of radially extending slits to form a plurality of spring 
loaded arms. Disc 37 is physically placed within cap 36 directly adjacent 
opening 39, within the recess formed. . . 
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English Abstract 

By providing prize award holding means cooperatingly associated with a 
container shell which is closed in the conventional manner, a container 
assembly is achieved for randomly distributing prize awards to consumers 
in association with any liquid, semi-liquid, wet or moist product, 
without fear of consumer detection of the prize bearing containers. In 
accordance with the present invention, the container assembly may 
incorporate the actual product along with the prize award or may comprise 
a simulated product container bearing the prize award without the actual 
product, but being completely indistinguishable from non-prize bearing, 
product-holding containers. 

Detailed Description 

The construction of this embodiment of product container 20 is completed 
by threaded cap 36, message disc 37, and container lid 38, which is 
•securely affixed to cap 36. In this construction, cap 36 comprises 
an. container presently in the consumer-s possession is a prize-bearin 1 g 
container, message disc 37 is employed. In this construction, message disc 
37 comprises a substantially circular shaped disc which has been die cut 
with a plurality of radially extending slits to form a plurality oftbpring 
loaded arms, Disc ' 37 is physically placed within cap 36 directly adjacent 
openinS 39, within the recess formed. . . 
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Rotary direction indicator 
Drehrichtungsanzeiger 
Indicateur du sens de rotation 
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METHOD AND APPARATUS FOR SEALING OPEN-TOPPED CONTAINERS 
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PORTABLE HEATER 
TRAGBARER HEIZER 
RECHAUD PORTATIF 
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Vorrichtung zum Einziehen von Rohren. 
Dispositif pour retraindre des tubes. 
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CORRESPOND ANT 
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CONTAINER WITH MESSAGE 
CONTENEUR AVEC UN MESSAGE 
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SCREW- THREADED NECKS 
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CONTENEURS AYANT DES GOULOTS FILETES EXTERIEUREMENT 
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